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Continuous research leads to ongoing product improvements;
therefore, these specifications are subject to change without
notice and should not be used as installation specifications.

AutoVend Self-Serve Soft Serve/Frozen Yogurt Machine

DESCRIPTION

The award-winning AutoVend is a quick-serve frozen yogurt or soft
serve machine that dispenses a personalized frozen treat within 30
seconds. This automated machine allows users to choose their size,
flavor, and toppings from an easy to navigate digital screen. The
AutoVend can be operated 24/7 and is perfect for any location - from
schools to convenience stores and more. This machine is designed to
generate revenue with a significantly lower investment in retail floor
space, operations and staffing.

FEATURES
• Three customizable portion sizes.
• Two flavors, which can be combined into a twist.
• Up to four toppings .
• Frozen treat is dispensed with a spoon.
• Payment options include cash, credit, debit, or Near-field

Communication (e.g. Apple Pay®).
• Maintenance and cash box doors have different keys for security.
• IntelliTec 3™ Control (See below).
• Dashboard style monitoring (See below).
• Includes factory-approved start-up and training.

IntelliTec3™ Control
• Programmable and configurable through a touchscreen graphical

user interface.
• Built in WiFi/3G/4G capabilities.
• Performance and error logs provide data to maximize

profitability.
• Senses product consistency or temperature to customize for a

wide variety of mixes.
• Standby and sleep modes conserve energy and automatically

defrost product, maintaining small ice crystals and delivering a
superior mouthfeel.

• Tamper-proof controls for self-serve applications.

Dashboard Style Remote Monitoring and Control
• View real-time, 24/7 machine status and performance on your

phone, tablet or desktop computer.
• Customize the reports, notifications and alarms:

-Machine status: operating, cleaning, error codes, temperature
-Sales data: servings, revenue, customer selections
-Product inventory: mix, toppings, bowls, spoons
-Service management: create notifications and alarms,
automatically dispatch a technician.

• Set and adjust product quality control parameters.
• Customize the interface: choose colors and fonts, add your own

brand logo.

Every machine includes Stoelting’s White Glove Service.
One call does it all – customer service, technical service,
parts or warranty information, installation, startup,
sales, on-site service dispatch and much more. Available
24 hours a day, seven days a week year-round.

Order Screen

Dashboard
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Service Information
800-319-9549 (U.S. Toll Free)
920-894-2293 (Outside the U.S.)
www.stoeltingfoodservice.com
www.vollrath.com

DIMENSIONS – INCHES (CM)

SPECIFICATIONS

NOTE: Requires a separate electrical supply for a convenience outlet: 115V, 1 Phase, 60 Hz, NEMA 5-15P.

Clearance and Environment Requirements
• Indoor use only
• Maximum ambient temperature: 100°F (37.8 °C)
• Minimum clearance: 6" (15.2 cm) air space on the left and right

sides.
• Allow 40"(101.6 cm) in front of the machine for door clearance.

Product Recommendations
• Spoons: Dixie® SmartStock® SSS51

• Cups: International Paper® DFR-8 8 oz. cups

Height dimensions may vary ±1” due to casters

Height dimensions may vary + 1" due to casters.

Side View Front View
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Cooling

Freezing Cylinder Hopper
Topping

Bins

Volts Phase
Running

Amps Hz Plug

Drive
Motor
(hp)

Weight
lb (kg)

Crated
Weight
lb (kg)

Capacity
gallon (L)

Compressor
Btu/hr Refrigerant

Capacity
gallon (L)

Capacity
quart (L)

Air Two
.85 (3.22) 12,000 R-404A Two

3 (11.35)
Four

9 (8.5) 208-240 1 17 60 NEMA
L6-30P

Two
3/4

1,300
(589.6)

1,950
(884.5)


